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Model(s): AM35-3/28, AM35-6/28, AM35-8/19, 
AM35-10/14, AM35-3/28-E, AM35-6/28-E, 
AM35-8/19-E, AM35-10/14-E, AM45-20/12, 
AM45-30/12, AM45-40/12, AM45-50/12, 
AM45-10/17, AM45-15/17, AM45-20/17, 
AM45-30/17, AM45-10/30, AM45-20/30, 
AM45-20/12-E, AM45-30/12-E, AM45-40/12-E, 
AM45-50/12-E, AM45-10/17-E, AM45-15/17-E, 
AM45-20/17-E, AM45-30/17-E, AM45-10/30-E, 
AM45-20/30-E

Brand Name: A-OK

 
Parameters:
Rated Input : AC230V, 50Hz, 
120W (for AM35-3/28 and AM35-3/28-E), 
130W (for AM35-6/28, AM35-8/19, AM35-10/14, AM35-6/28-E, AM35-8/19-E and AM35-10/14-E), 
150W (for AM45-10/17 and AM45-10/17-E), 
160W (for AM45-20/12 and AM45-20/12-E), 
190W (for AM45-15/17, AM45-20/17, AM45-15/17-E and AM45-20/17-E), 
200W (for AM45-10/30 and AM45-10/30-E),
220W (for AM45-30/12 and AM45-30/12-E),  
250W (for AM45-40/12 and AM45-40/12-E),
260W (for AM45-50/12, AM45-30/17, AM45-20/30, 
AM45-50/12-E, AM45-30/17-E and AM45-20/30-E)
Protection Class : I
Degree of Protection : IPX0

Tested according to: EN 60335-1:2012/A2:2019
EN 60335-2-97:2006/A12:2015
EN 62233:2008

Production 
Facility(ies):

102034


